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SOFTWARE LICENSE AGREEMENT

GENERAL
This License Agreement (the “Agreement") is a legal agreement between you, the end-user, and Oleg Schmidt, DBA
Arexline, for the Arexline software, which may include computer software, GDL library, associated media, electronic
documentation and printed materials ("The Software"). Be sure to read the following agreement before using The
Software. By installing, copying, distributing or otherwise using The Software you agree to be bound by the terms of
this Agreement. If you do not agree to the terms of this Agreement, do not use The Software and destroy all copies
of it.

The Software is protected by copyright laws and international copyright treaties, as well as other intellectual property
laws and treaties. The Software is licensed, not sold and always remains the property of Arexline. 

EVALUATION LICENSE
If you have not paid the registration fee for The Software, you are hereby granted an Evaluation license to use The
Software (Evaluation Version).
YOU MAY:

• Install and use the unlimited number of copies of the Evaluation Version for evaluation purposes only.
• Copy and distribute freely the install form of the Evaluation Version (not the files resulting of an installation)

to anyone provided that all files are intact.
YOU MAY NOT:

• Sublicense, rent, lease or sell (except for shipment and handling charges) the Evaluation Version or any
portion of it.

• Reverse engineer, de-compile, disassemble or modify the Evaluation Version or any portion of it.

REGISTERED LICENSE
If you have paid the registration fee for The Software, you are hereby granted a license to use The Software.
YOU MAY:

• Install and use a copy of The Software only on:
Personal license - a single computer with one ArchiCAD protection key;
Business license - 3-10 computers on the network with one ArchiCAD network protection key;
Site license - any number of computers on the network with one ArchiCAD network protection key;
Every copy is to be used exclusively by a single user at a time. You will need to purchase a new license for
each additional computer.

• Install and use one additional copy of The Software on your portable or home computer but for your
individual use only. The Software is protected by serial number of the ArchiCAD hardware key and you will
have to move the ArchiCAD key too.

YOU MAY NOT:
• Disclose to third parties, or publish your registration details via electronic or other means. 
• Sublicense, rent, lease or transfer The Software or any portion of it.
• Reverse engineer, de-compile, disassemble or modify The Software or any portion of it.

TERMINATION
Without prejudice to any other rights, Arexline may terminate this Agreement if you fail to comply with the terms and
conditions of this Agreement. In such event, you must destroy all copies of The Software. 

LIMITATION OF WARRANTIES AND LIABILITY
The Software and any related documentation is provided "AS IS" without warranty of any kind, either express or
implied, including, without limitation, the implied warranties or merchantability, fitness for a particular purpose. The
entire risk arising out of use or performance of The Software remains with you.
Under no circumstances shall Arexline be liable for any incidental, special or consequential damages that result from
the use or inability to use the software or related documentation, even if Arexline has been advised of the possibility
of such damages.

Web Site: www.arexline.com
Contact: general@arexline.com
Sales: salest@arexline.com
Support: support@arexline.com
 

Copyright © 2004 Arexline. All Rights Reserved. ArchiCAD and GDL are the trademarks of Graphisoft R&D Rt. All other trademarks
and trade names are the property of their respective owners



Installation

There are two ways to install the tool:
§ Copy the “rxDuplicator.apx” file of the tool to the Add-Ons folder that is normally located in your

ArchiCAD folder. The tool will be available immediately after you launch ArchiCAD.
§ Copy the “rxDuplicator.apx” file of the tool to any location on your disk and load the Add-On using

Add-On Manager. You can get more details about “Managing Add-Ons” in the ArchiCAD
documentation. The tool will be available immediately after you load the Add-On.

Evaluation Version and Registering

Until you register the tool, it will be functioning in the demo mode for the purposes of evaluating its
features. In the demo mode you can multiply only column elements. Except for this, the tool will not have
any limitations and you can evaluate all its features. The tool must be registered for you to be able to
multiply all types of elements and use it in your work.

To register the tool, you will need a registration code that you will get after paying for the license. Due
to the fact that the registration code is based on the serial number of your ArchiCAD protection key, you
must know this serial number when paying for the license. If you do not know the serial number of your
key, you can find it out or copy it onto the clipboard from the registration dialog. To open this dialog, select
any element, except a column, and execute the "Multiply along path" command in the "Edit" menu. If you
are connected to the Internet, you can open the registration page at our web-site by pressing the
“www.alexline.com” button in the dialog.

After you receive the registration information, enter the registration name and code into the
corresponding fields of the registration dialog and press the "Register" button to confirm it.



Introduction

The rxDuplicator tool allows you to create and place several copies of the selected elements along
a path. A path is an open or closed curve or its part. As a path, you can use any 2D drawing elements,
grouped segments of 2D elements, including splines and elliptic arcs, and any polygonal elements, like
slabs, hatches etc.

Using tool settings, you can distribute duplicates along the path according to the number of
duplicates or the distance between them. You can also apply vertical displacement to the created
duplicates either at the specified step or up to a certain value as well as automatically place each
duplicate at the level of the slab below it. Besides, each duplicate can be rotated at a tangent to the path.

Interface

After you install the tool, find the additional “Multiply along path…” command in
the "Edit" menu. To use the command, you should select one or several editable
elements for duplication. The selected elements will serve only as models for

duplication, they are never modified and can be located anywhere in your drawing and relative to the path.

The dialog contains all the tool settings divided
into three panels.

Path panel – one of the two path modes, they
make it possible either to use an existing curve
as a path (Existing Path) or enter the path while
executing the command (Create Path).

Placement panel – the method and
parameters defining the position and orientation
of duplicates on the path. 

Vertical displacement panel – the method
and value of vertical displacement for
duplicates



Path panel

You can select one of the two path modes. 

“  Existing Path” mode.   
In this mode a curve existing in your drawing will be used. You should either have or
create a curve before executing the command. You can use any 2D drawing element, a
group of connected segments of 2D elements or a polygonal element as a curve.
Grouped segments will be considered as a continuous path only when ArchiCAD
grouping is active.
While executing the command, you will have to click the start and end points on the
curve to define the path.

“  Create Path” mode.  
In this mode the path for duplication is defined interactively in the process of executing
the command. You will have to enter all nodes of an open or closed polyline.

Placement panel

Several methods can be used to distribute the duplicates along the path. Spacing
between duplicates is always the same and is defined by the selected method and the
specified values of:

- the number of duplicates;

- and/or the distance between the duplicates.

The distance can be entered graphically when executing the command.

Distribution methods make it possible to:

Evenly distribute the specified number of duplicated along the entire path.

Create the specified number of duplicates at the specified distance from one to another.
The number of the created duplicates can be less than the specified one if the path
length is not long enough.

Create duplicates at the specified distance one from another. The spacing between
duplicates will be exactly the same as the specified distance value.

Evenly distribute duplicates along the entire path. The spacing between duplicates will be
maximally close to the specified distance value taking into account one of the three
restrictions. 

Maximal.
The spacing will be not larger than the specified distance value;

Average.
The spacing can be smaller or larger than the specified distance value;

Minimal.
The spacing will not be smaller than the specified distance value;



Additional options

Each duplicate can be rotated at a tangent to the path at the point of its placement.

  - off                         - on 

Duplicates can be placed in the middle of spacing.
 

 - off
 
 - on

Vertical displacement panel

The created duplicates can be vertically displaced. The displacement value is defined by
the selected method and the specified value of:

- vertical displacement.

Vertical displacement methods make it possible to:

Not to change the elevation of duplicates.

Change the elevation of every duplicate at the specified step.

Equally change the elevation of each duplicate up to the specified value.

Place duplicates at the level of the slab. The elevation will not changed, if there is no any
slab at placement point.



Using

After you close the settings dialog, you should make additional steps to
complete the command. The next step is to enter the reference point for the
selected elements. This point is the origin and the rotation point for the
selected elements during duplication.

To enter the reference point, you should click the position of this point in your
drawing. The next steps in the command depend on the selected mode of
defining the path.

If you have selected the mode of creating the path, you should enter all nodes
in the path polyline ending the input with a double-click on the last node or
clicking the start point for a closed polygon.

If you use the mode of the existing path, you should click the start point on an
existing curve. You will hear a sound if there is no suitable curve at this point.

If you have selected to input the distance graphically in the settings dialog,
you may need an additional step.
To enter the distance, click at the necessary distance from the start point. If
the clicked point is located on the path curve, the distance is calculated as the
length of the curve from the start point to this point. The arrow displays the
direction in which the length is measured. If the clicked point is not located on
the curve, the distance is calculated as the length of a straight line from the
start point to this point.

The last step in the command is choosing the direction in which duplicates will
be placed along the path and the end point if necessary.
To choose the direction, move the cursor from the start point in the needed
direction.

To limit the path to a part of the curve, click the path curve at the end point. If
you click anywhere outside the curve, duplicates will be placed from the start
point of the path till the end of the curve in the selected direction.


